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Fristom

FRISTOM Spoétka z o.0. Sp. k. is a Company with family
traditions, dealing with the production of lighting and electrical
harnesses for the Automotive industry. The beginnings of
the Company date back to the previous generation, and
under the present name “FRISTOM Spoétka z o.0. Sp. k.”
it has been present on the market since 1995. Through
the years we have been constantly improving the quality of
our products, and expanding our portfolio and sales range.
All the activities we undertake are performed with passion.
Our main goal is to provide comprehensive service, and
ensure customer satisfaction, by designing, manufacturing,
and marketing, the highest-quality lamps. Our products are
successfully used in heavy transport, logistics, forwarding,
agriculture, and private vehicles. Our main customers are
wholesalers and distribution networks, as well as trailer and
semi-trailer manufacturers in this country and abroad. The
machines and equipment we use are the absolute best
in the Automotive industry. There is no cutting corners
with us, and we treat each product exceptionally — it will
one day reach the end user, who must be satisfied with it.
Therefore, we use not only the best materials, but also the
most perfect and modern machines in their production. They
provide not only excellent quality but also reliability in the
manufactured products. In order to completely eliminate
errors and damage, to increase the efficiency, and therefore
the competitiveness, of our Company, we constantly rely on
full automation of production.

It is thanks to all this that we deliver excellent and reliable
products. The quality of our products and work is confirmed
by the ISO 9001:2015 certificate
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Nowadays, climate care and gradually depleting energy
sources have become a great challenge for us. Let’s start
with ourselves - this is very simple. One way is to use LED
technology. This is one of the easiest things we can do for
the environment. So, what are the characteristic features of
modern LED lighting?

* energy efficiency — consumes 85% less energy than
a conventional light bulb

* longer service life — operating times range from 60,000
to 80,000 hours (thanks to such a long service life we
reduce the production of so-called electro-waste)

increased visibility — thanks to this we can reduce the
number of street lamps - the lighting from our vehicle is
enough

significant reduction in CO, production — LED lighting
does not generate heat at all; moreover, substances
such as mercury are not used in its production

e simpler and cheaper disposal.

Next time you buy lighting equipment, think about whether
you want to help our planet.
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GLOBAL PRESENCE

FRISTOM is present in key markets all around
the world, with multiple distribution points.

SOUTH AFRICA
ANGOLA
AUSTRALIA
AUSTRIA
BELARUS
BELGIUM
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BRAZIL
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CHINA
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UNITED KINGDOM
ITALY
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LED warning lamp FT-210/210 C/210 N LED

VIDEO

IP
68

FT-210 CLED

Directional XA1 waming light lamps are equipped with 3 pcs of OSRAM's extremely efficient LEDs.

Thanks to the lamp’s double lens system, the light emitted by the diodes is focused and pointed in the

correct direction. Thanks to this, the light signal will be visible even during difficult weather conditions,

at night or during the day. The task of the FRISTOM warning lamp is, above all, to improve road safety,

which is why the lamp’s efficiency is at an unprecedented level. The lamp makes use of several fully ap-

proved warning flashes, which can be changed in a simple and user-friendly way. In addition, all lamps

in the FT-210 series are equipped with two groups of synchronisation, so that the light signals emitted

by the vehicle are organised and friendly to the observer. The synchronisation system is compatible

with the FT-200 series lamps, which allows them to be connected together. FT-210 N LED
i The lamp housing is made of impact-resistant material, and in combination with a lampshade made

of polycarbonate (PC) creates a product that is extremely durable and resistant to mechanical damage,

- : shocks, as well as moisture, all certified with appropriate certificates. The high reliability, modern shape ' s !1' i
and compact design of the lamp make this product widely used in modern special-purpose vehicles, e.g. I '.. ] .1| I
for transporting large-size loads, vehicles participating in repairs and road construction, road assistance,
as well as in refuse collection vehicles.

TECHNICAL SPECIFICATION:

- 3LED OSRAM diodes

- supply voltage: 12-36V DC

- Power consumption: 12V/24V/ Peak power consumption: 0.3A/0.15A

- Power consumption: 12V/24V/ Peak power consumption: 0.6A/0.34A (FT-210 C LED)

- Rated power: (Peak) =4 W
- Rated power: (Peak) = 8 W (FT-210 C LED)
- ECE no.65 (XA1) lamps homologation

- Flash frequency: f = 2.0 Hz (single, double, triple flash)
- EMCR10 Certificate

- fully waterproof (IP68)

- shock resistance - IK

(4 - Operating temperature: =40 °Cto +55 °C
- reverse polarity protection system
- GROUND - white wire; PLUS — black wire

SYNCHRONIZATION — yellow wire

Yellow light warning lights are intended for garbage e

harvesters, agricultural tractors, road rollers. W ko ay m kg . cm kg
Blue beacons are mandatory equipment

of emergency vehicles, such as ambulances,
police cars, fire engines or prisoner transport vehicles.

FT-210 LED Yellow LED warning beacon,

5007556013872 cableslength 0.25 m. 1 0,048 550  59x39x29 26,40 11000 120x80x165 553,00

FT-210 CLED ik Red LED warning beacon,

5007556029361 cable’s length 0.25 m. 1 0,048 550 59x39x29 26,40 11000 120x80x165 553,00

FT-210 N LED Blue LED warning beacon,

5907556016323 cable's length 0.25 m. 10,048 550  59x39x29 26,40 11000 120x80x165 553,00

Fristom Warning lights




FT-200 LED / FT-200 C LED / FT-200 N LED [/
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LED warning beacon JJij [l LED warning beacon
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(ategoryXB1directionallampsgeneratingemergencylighthavebeenfittedwith6extraordinarily
efficient LEDs. Owing to the double lens system implemented in the lamp, the light emitted by
thediodesisfocused and castintherightdirection.Thelightsignal will therefore be noticed even
indire weather conditions, both during the day and at night. Luminous efficacy of the lamp is at
a level never seen before. The lamp emits a few fully certified light flashes that are easily
customisable in a user—friendly manner. Additionally, all FT-200N lamps are equipped with
two synchronisation groups that render the light signals emitted by the vehicle structured
and easy on passers—by.

The lamp housing, made of an impact—resistant material, has been combined with a lamp-
shade made of polycarbonate (PC) to create a product that is extremely durable and resist-
ant to mechanical damage, shocks as well as moisture, all of which is attested by relevant
certificates.

Highreliability, modern shape, and compactdesign of the lamp make this product widely usedin
avariety of present—day emergency vehicles, e.g. ambulances, financial law enforcement vans,
or tankers of sanitisation companies.

Widespread application:

« Bulky loads transportation
« Roadside assistance services
« Security services

Warning lights

DARK

Technical specifications:
« 6 LEDs

« Operating voltage range 12-36V DC
+ Power consumption: 12V/24V
Peak power consumption:
0.6A/0.3A (FT-200 LED, FT-200 N LED); 0.8A/0.42A (FT-200 CLED, FT-200 C LED DARK)
« Rated power: Peak:
8 W (FT-200 LED, FT-200 N LED); 10 W (FT-200 C LED, FT-200 C LED DARK)
- Homologation of warning lamps ECE no. 65 (XB1)
« Flash frequency: f = 2Hz (single, double, triple flash)
« Certificate of electromagnetic compatibility — (EMC)
« Fully waterproof lamp — IP68
- Shock-resistant lamp — IK
- Optimal lamp operating temperature: -40°C to +55°C
« The lamp has a reverse polarity protection system
Ground — white wire; PLUS — black wire;
Synchronisation/programme change — yellow wire
« Different holder assembly possibility
« 6 programes
« Modern design
- Yellow light
- Different lamps synchronization possibility
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qty. kg qty. m kg qty. m kg

FT-200 LED
5907556012516

FT-200 LED DARK
5907556029330

FT-200 CLED
5907556029347

FT-200 CLED
DARK
5907556029354

FT-200 N LED
5907556012752

Yellow LED warning lamp, 12-36V
witha 1 m wire. 1 0138

Yellow LED warning lamp, DARK version, 12- 1 0138
36V witha 1 m wire. '

Red LED warning lamp 12-36V

witha 1 mwire. LR

Red LED warning lamp, DARK version, 1 0138
12-36V with a T m wire. !

Blue LED warning beacon, 12-36V 1 0138

witha T m wire.

144

144

144

144

144

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

19,87

19,87

19,87

19,87

19,87

2880  120x80x165
2880  120x80x165
2880  120x80x165
2880  120x80x165
2880  120x80x165
Warning lights

A\\ FT-200 LED / FT-200 C LED / FT-200 N LED

2,44

422,44

422,44

422,44

422,44
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standard 12124 V plug

The new series of universal LED warning lamps FT-151 LED is equipped with 9 highly efficient CREE LED's that bring outstanding lighting parameters. It influences significantly
on the safety on the road. The housing and other lamp parts are made of top quality materials (PC - polycarbonates) and electronic components highly resistant to both high
and low temperatures, mechanical damages and vibrations. High operational reliability, modern design and compact structure make the product popular in the modern, special
use vehicles.

FT-151 LED / FT-151 LED DF
Technical specifiaction
- universal supply votlage: 12 — 36V DC
- Power consumption: 12V/24V/
Peak power consumption: 1.5A/0.8A
- Peak/average rated power: 12V/24V - 18W/20W
- special warning lamp approval compliant with ECE Regulation 65 (TA1)
- flash frequency: f = 2Hz
- lectroMagnetic Compatibility — EMC certificate
- full waterproofness (1P68)
- shock-resistance — IK
- operating temperature: —40°C to + 55°C
- reverse polarity protection system
- fixed polarisation: GROUND — white wire; (+) — black wire

FT-151 RO LED
Technical specifiaction:
- universal supply votlage: 12 - 36V DC
- Power consumption: 12V/24V/36V
Peak power consumption: 0.5A/0.25A/0.2A
- Peak/average rated power: 12V/24V/36V — 6W/6W/7.2W
- special warning lamp approval compliant with ECE Regulation 65 (TA1)
- flash frequency: f = 2Hz
- lectroMagnetic Compatibility — EMC certificate
- full waterproofness (1P68)
- shock-resistance — IK
- operating temperature: ~40°C to + 55°C
- reverse polarity protection system
- fixed polarisation: GROUND — white wire; (+) — black wire

2145

2145

135

204
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LED warning beacon JJij [ LED warning beacon

LECe

L\ Fr-151 LED

pisson GG i ot 3
qty. kg qty. m kg qty. m kg
-

FT-151 3S LED . Yellow LED warning beacon, single flash, mounted
5907556018570 ‘* on 3 screws. Cable's length 1.5 m. 1 072 e B 240 120x80x165 157,80
Yellow LED warning beacon mounted on a magnet,
FT-151 LED MAG e " > y 37
single flash. Additionally, the lamp is equipped with
59075,\;‘63(?1 s5a7 m a spiral cable (unfolded — 3 m, in spiral - 0.6 m) 1 122 12 59x39x33 1464 240 120x80x165 317,80
and a standard 12/ 24V lighter plug.
Yellow LED warning beacon mounted on a magnet,
FT-151 LED MAG R : o o .
single flash Additionally, the lamp is equipped with
59075'?67(?1 504 m a spiral cable (unfolded — 7.8 m, in spiral —1.2m) 1 142 12 59x39x33 17,04 240  120x80x165 365,80
and a standard 12/ 24V lighter plug.
== Yellow LED warning beacon, single flash. The lamp
FT-151 LED PI appears in a stationary LED 12-36V version with
5907556018600 a pipe-socket and electrical connector type PLUG-IN [ 0801412 SEEs B g ey
(DIN 14620).
FT-151 SCLED Yellow LED warning beacon, single flash.
5907556018617 The lamp appears in a stationary LED 12-36V 1 0,72 12 59x39x33 8,04 240 120x80x165 197,80
version with a single bolt and a loom.
FT-1513S DF = :
LED “? Vel warming beactr, fe"n”gbt'ﬁ flash mounted 4 g7) 12 596983 864 240 12060165 197,80
5907556018624 . o
Yellow LED warning beacon, double flash, portable
FT-151 DF LED - — ; ’ U
version mounted on a magnet. The lamp is equipped
. 3?566%“133% . m with aspiral cable (unfolded — 3 m, inspiral~ 06 m) | 122 12 598933 1464 240 12080165 31730
and a standard 12/ 24V lighter plug.
Yellow LED warning beacon, double flash, portable
FT-151 DF LED - — : : [l
MAG M78 verson mounted ona maghet. fhe lampisequied 4 q4) 13 503933 104 240 106065 36580
5907556018648 with a spiral cable (unfolded —7.8 m, in spira
—1.2m) and a standard 12/ 24V lighter plug.
— Yellow LED warning beacon, double flash. The lamp
FT-151 DF LED PI appears in a stationary LED 12-36V version with
5907556018655 a pipe-socket and electrical connector type PLUG-IN . 0,50 933 o[ 2| e R
(DIN 14620).
FT-151 SCDF Yellow LED warning beacon, double flash.
LED The lamp appears in a stationary LED 12-36V 1 0,70 18 59x39x29 12,60 360 120x80x165 277,00
5907556018662 version with a single bolt and a loom.
FT-1513S RO - . .
Yellow LED warning beacon, rotation flash,
590752231 5670 * mounted on 3 screws. Cable's length 1.5 m. 1 072 12 5%39x33 8,64 240 120x80x165 197,80
Yellow LED warning beacon mounted on a magnet
FT-151 RO LED - — . ” o iy
rotation flash. Additionally, the lamp is equipped
o (:\9?566,\(;‘13806 ; m with aspiral cable (unfolded 3 m, inspiral —0.6m) | V2 (12 (593983 1464 240 12060165 317,80
and a standard 12/ 24V lighter plug.
Yellow LED warning beacon mounted on a magnet,
FT-151 RO LED o — . > - d PIEgTEY
MAG M78 rotation flash. Addtionall, thelampisequipbed 1 1.5 13 503903 17,04 240 120480165 36580
5007556018693 with a spiral cable (unfolded — 7.8 m, in spira
—1.2m) and a standard 12/ 24V lighter plug.
= Yellow LED warning beacon, rotation flash. The
FT-151 RO LED PI lamp appears in a stationary LED 12-36V version with
5907556018709 a pipe-socket and electrical connector type PLUG-IN ! 0.30 NNy S9CNE o e | R
(DIN 14620).
FT-151 SCRO Yellow LED warning beacon, rotation flash.
LED The lamp appears in a stationary LED 12-36V 1 070 18  59x39x29 1260 360 120x80x165 277,00
5907556018716 version with a single bolt and a loom.
Warning lights 17




FT-205 LED /// LED warning beacon i

IP
DIOIS,

b

The new series of universal LED warning lamps FT-205 LED is equipped with 6 highly efficient Pc_Amber LED's that
bring outstanding lighting parameters. It influences significantly on the safety on the road. The housing and other
lamp parts are made of top quality materials (PC - polycarbonates) and electronic components highly resistant to
both high and low temperatures, mechanical damages and vibrations. High operational reliability, modern design
and compact structure make the product popular in the modern, special use vehicles.

Technical specification:

- Application of 6 Pc_Amber LED diodes

- Universal supply votlage 1224V

- Peak power consumption: 0.65A/0.35A

- Peak/average rated power: 8.5W

- Special warning lamp approval compliant with ECE Regulation 65 (TA1)
- Flash frequency: f = 2,0 Hz (single flash)

- Full waterproofness (1P68)

- Shock-resistance — IK

- ElectroMagnetic Compatibility — EMC certificate
- Operating temperature —40°C to +55°C

- Reverse polarity protection

- Ground (-) white wire; Plus (+) black wire

LECe

= A
qty. kg qty. m kg qty. m kg

FT-205 LED IR HT Yellow LED warning beacon, 4 programs —
5907556028968 ﬂq i H t:‘ possibility of synchronizing, cable’s length 0,15m. 593929 120x80x165

FT-205 LED ECO ndi=t U 0 Yellow LED warning beacon, 1 program
5907556028975 SHIHHITG — double flash, cable’s length 0, 15m. 59x39x29 120x80x165

Warning lights Fristom




= F7-150 0F N LED // LED warning beacon | [l LED waringbeacon L\ FT-150 OF N LED
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FT-150 DF 3S N LED

magnetic pad

2145

The new series of universal LED warning lamps is equipped with 9 highly efficient CREE LED's
that bring outstanding lighting parameters. It influences significantly on the safety on the
road. The housing and other lamp parts are made of top quality materials (PC- polycarbonates)
and electronic components highly resistant to both high and low temperatures, mechanical
damages and vibrations. High operational reliability and compact structure make the product
popular in the modern, special use vehicles.

Technical specification:

- Application of 9 CREE LED diodes

- Universal supply votlage 12—-24V

- Peak power consumption: 1.2A/0.6A
average power consumption: 0.5A/0.25A

- Peak/average rated power: 15W/6W

- Special warning lamp approval compliant with ECE Regulation 65 (TB1) FT-150 DF N LED PI

- Flash frequency: f = 2.0 Hz (double flash)

- Full waterproofness

- Shock-resistance LECs

- ElectroMagnetic Compatibility — EMC certificate ——
- Operating temperature '—40 Cto+55°C ID/EAN Photo Description Multipack / carton Multipack / pallet @
- Reverse polarity protection a. g [ = kg a. p g

- Ground (-) white wire; Plus (+) black wire

FT-150 3S DF N LED Blue LED warning beacon, double flash, 1 02 1 503933 864 240 120x80x165  197.80

5907556015821 mounted on 3 screws, cable’s length 1.5 m. ’
Blue LED warning beacon, double flash
FT-150 DF N LED . d ¢
MAG M30 portable ersion mounted on 2 magnet. 112 12 598983 1464 240 120x80x165  317.80
5907556015838 LB L
a spiral cable max 3 m.
e
LED MAG M78 P The lamp i equipped with gnet. 142 12 593933 1704 240 120x80x165  365.80
SIS aspiral cable max 7.8 m.
FT-150 DF N LED MAG M30
Blue LED warning beacon, double flash.
FT-150 DF N LED MAG M78 g i g y
FT-150 DF N LED PI Q The lamp appears in a stationary LED 12-55V 080 12 593933 960 240 120x80x165  192.00

=

—

5907556015852 version with a pipe-socket and electrical
connector type PLUG-IN.

20 Warning lights
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“Fr-101 LD /)

LED warning beacon JJij [l LED warning beacon

A\\FT-101 LED _

s S| i 558
qty. kg qty. m kg qty. m kg

FT-101 35S DF 3
LED s
5907556017597

VIDEO

Yellow LED warning beacon, double flash,

mounted on 3 screws, cable’s length 1.5 m. 1 070 18  59x39x29 12,60 360 120x80x165 277,00

Yellow LED warning beacon, double flash,
FT-101 DF LED portable version mounted on a magnet pad.

MAG M30 The lamp is equipped with a spiral cable 1 1,35 18 59x39x29 2430 360  120x80x165 511,00
5907556017603 (unfolded - 3 m, in spiral - 0.6 m)

and a standard 12/ 24V lighter plug.
FT-101 DF LED
MAG M78
5907556017610

Yellow LED warning beacon, double flash,
portable version mounted on a magnet pad.
The lamp is equipped with a spiral cable 1 1,55 18~ 59%x39x29 2790 360 120x80x165 583,00
(unfolded - 7,8m, in spiral - 1,2 m)
and a standard 12/ 24V lighter plug.

FT-101 DF LED PI Yellow LED warning beacon, double flash.
5907556017627 The lamp appears in a stationary version 135 10 59x39x29 13,50 200 120x80x165 295,00
with a pipe-socket.
FT-101 SCDF b Yellow LED warning beacon, double flash,
e LED mounted on central screw, version with a single 070 18 = 59x39x29 12,60 360 120x80x165 277,00
— 5907556018044 boltand a loom.
o QULLLELEEOOE AR
f j
‘ — FT-1013S RO . .
: Yellow LED warning beacon, rotation flash,
1‘65 magnetic pad (! standard 12/24 V plug 5907522317 634 mounted on 3 screws, cable’s length 1.5 m. ; L TN | ) e e

Series of warning lamps FT-101 LED is equipped with 20 highly efficient CREE diodes that considerably influence on optimall targeted beam of light visible even under
severe weather conditions. The body is made of impact-resistant material and along with the lampshade made of polycarbonate (PC) forms an extremely solid and resistant FT-101 RO LED
to mechanical damage, moisture and shock product that is confirmed with the relevant certificate. High reliability, modern shape and compact design go perfectly with the MAG M30

Yellow LED warning beacon, rotation flash,
portable version mounted on a magnet pad.
The lamp is equipped with a spiral cable 1 1,35 18  59x39x29 2430 360 120x80x165 511,00

modern special-purpose vehicles.

FT-101 LED/ FT-101 LED DF FT-101 RO LED ) .
Technical specifiaction Technical specifiaction: FT-101 RO LED I)ei)”rm)g\[/)e\:ﬁé?llnmgoziizznérlrgt;talg:e?;;g’
] :’;‘\Xfefacf":m;‘t’;'fﬁ o ] :Zufjfos:fﬁz;:ffﬁ e s The lampis equipped with a spiral cable 155 18 | 596929 | 27,90 360 12080x165 583,00
. . (unfolded - 7.8m, in spiral - 1.2m)
Peak power consumption: 1.5A/0.8A Peak power consumption: 0.5A/0.25A/0.2A and a standard 12/ 24V lighter plug
- Peak/average rated power: 12V/24V - 18W/20W - Peak/average rated power: 12V/24V/36V - 6W/6W/7.2W '
- special warning lamp approval compliant with ECE Regulation 65 (TA1) - special warning lamp approval compliant with ECE Regulation 65 (TA1) a
-flash frequency: f=2Hz . - flash frequency: f = 2Hz . Yellow LED warning beacon, rotation flash
- lectroMagnetic Compatibility — EMC certificate - lectroMagnetic Compatibility — EMC certificate FT-101 RO LED PI The lamp appears in a stationary version 135 10 50x39x29 1350 200 120x80x165 295,00
- full waterproofness (1P68) - full waterproofness (1P68) 5907556017665 r .
! ! with a pipe-socket.
- shock-resistance — 1K - shock-resistance — 1K
- operating temperature: —40°C to + 55°C - operating temperature: —40°C to + 55°C
- reverse polarity protection system - reverse polarity protection system
- fixed polarisation: GROUND — white wire; (+) — black wire - fixed polarisation: GROUND — white wire; (+) — black wire FT-101 3S LED Yellow LED warning beacon, single flash, oo BB — N | o | 7w
5907556017672 mounted on 3 screws, cable’s length 1.5 m. ! ekl ! Al !
Yellow LED warning beacon, single flash,
FT-101 LED MAG portable version mounted on a magnet pad.
M30 The lamp is equipped with a spiral cable 1,35 18  59x39x29 2430 360 120x80x165 511,00
5907556017689 (unfolded - 3 m, in spiral - 0.6 m)
o165 o165 and a standard 12/ 24V lighter plug.
|
Yellow LED warning beacon, single flash,
FT-101 LED MAG portable version mounted on a magnet pad.
| \ s M78 The lamp is equipped with a spiral cable 1,55 18 59x39x29 2790 360 120x80x165 583,00
| 5907556017696 (unfolded - 7,8m, in spiral - 1,2m)
g P | _ and a standard 12/ 24V lighter plug.
M/Mm -
\ “ 2
PLUG DIN14620 ‘ cable output screw axis FT-101 LED PI Yellow LED Warning beacon, single flash.
5907556017702 The lamp appears in a stationary version 1,35 10 59x39x29 13,50 200 120x80x165 295,00
with a pipe-socket.
Warning lights Warning lights 23

5907556017641

C
C

(unfolded - 3 m, in spiral - 0.6 m)
and a standard 12/ 24V lighter plug.




FRISTOM Spétka z 0.0. Sp. k. is a Company
with family traditions, dealing withproduction
of lighting and electric harnesses

for the automotive industry. The beginnings

of the company’s activitygo back to an earlier
generation, and under the current name

of “FRISTOM Spétka z o.0. Sp. k.”

has been operating on the market since 1995.

Why FRISTOM?

You will receive comprehensive service with us.

We will provide an cable harnesses, rear lamps,
number plate lighting, marker lamps ...,

all electrics that are necessary in 12V trailers.

We are specialists in this field.

All lamps are EMC certified

authorizing the installation of our products

on trailers. We have extensive technical knowledge
thanks to which we will help you choose the right
onelighting and cable harnesses in accordance with
the regulations,adjusted to the length of the trailer.
We have been trusted by many companies not only
from Poland,but also from Europe.
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= Fr-3621363 LeD /) LED worklamps I [l LED worklamps L\ Fr-364/365 LED

FT-364 LED
FT-365 LED
FT-363 LED
FT-362 LED o

A new series of universal work lamps.

FT-364 LED — beam angle 60°
Enables intense illumination of a short-range working area. 43

FT-365 LED — beam angle 10°
A narrow beam of light allows for precise illumination of distant areas.

Operating voltage range from 12V up to 32V DC
Current consumption: 12V/24V = 1.8A/0.9A
Rated Power: 22W

Light color temperature approx. 5700K
Lamp luminous flux after 5 minutes 2500 Im (minimum flux 2200 Im) ]
Electromagnetic compatibility certificate — EMC
The lamp is completely waterproo 1P69

Shock and vibration resistant g
Lamp Optimal lamp operating temperature: —40°C to +55°C

114

a7

A new series of universal work lamps.

FT-362 LED — beam angle 60°
Enables intense illumination of a short-range working area.

FT-363 LED — beam angle 10°
A narrow beam of light allows for precise illumination of distant areas.

Operating voltage range from 12V up to 32V DC
Current consumption: 12V/24V = 0.9A/0.45A
Rated Power: 21W

Light color temperature approx. 5700K g5
Lamp luminous flux after 5 minutes 1200 Im (minimum flux 1100 Im)
Electromagnetic compatibility certificate — EMC

LEEe
s 8 | i 8
qty. kg qty. (] kg qty. m kg

The lamp is completely waterproo IP69 N FT-364 LED Universal LED work lamps, round, wide luminous flux,
Shock and vibration esistant Nk 5907556030091 2500 Im,jint hlder,able 15m. LR 293929 PV
Lamp Optimal lamp operating temperature: —40°C to +35°C N
FT-364 DS LED Universal LED work lamps, round, wide luminous flux,
5907556030107 J 2500 Im, joint holder, DEUTSCH STECKER socket built-in L 593929 120x80x165
FT-364 LED Universal LED work lamps, round, wide luminous flux,
LECY MAG M30 2500 Im, magnetic pad, spiral cable with 1 59x39%29 120x80x165
5907556030114 amaximum length of 3m.
aty. kg qy. i kg ay. a0 kg FT-364 LED Universal LED work lamps, round, wide luminous flux,
MAG M78 2500 Im, magnetic pad, spiral cable with 1 59x39x29 120x80x165
i length of 7,8m.
FT-362 LED Universal LED work lamps, round, wide luminous flux, 1 50x39x29 120x80x165 07536030121 amaimur fength of7,8m
5907556031296 1200 Im, joint holder, cable 1,5m.
FT-365LED Universal LED work lamps, round, focused light beam,
5907556030138 ? 2500 Im, joint holder, cable 1,5m. 1 045 59x39x29 120x80x165
FT-362 DS LED Universal LED work lamps, round, wide luminous flux
i ' : ot 1 59x39x29 120x80x165
5907556031302 .« @ 1200 Im, joint holder, DEUTSCH STECKER socket built-in 365 05 LED Universal LED work lamps, tound, focused lightbeam,
5907556030145 2500 Im, joint holder, 1 59x39x29 120x80x165
DEUTSCH STECKER socket built-in.
FT-363 LED Universal LED work lamps, round, focused light beam, ) )
5907556031319 1 fiversa 1 Zogv |0,:| jzmigﬁjuer;, caglceu s1e5m|g eam 1 59x39x29 120x80x165 FT-365 LED Universal LED work lamps, round, focused light beam,
MAG M30 2500 Im, magnetic pad, spiral cable with 1 59x39%29 120x80x165
! 5907556030152 a maximum length of 3m.
FT-363 DS LED Universal LED work lamps, round, focused light beam, . 59x39x29 120x80x165 FT-365 LED Universal LED work lamps, round, focused light beam,
5907556031326 - ] - 1200 Im, joint holder, DEUTSCH STECKER socket built-in. MAG M78 2500 Im, magnetic pad, spiral cable with 1 59x39x29 120x80x165
" 5907556030169 amaximum length of 7,8m
28 Work lamps Work lamps 29
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The new series of FRISTOM universal LED work lamps FT-360 LED and FT-361 LED is equip-
ped with highly efficient LED diodes of CREE. Installed in an aluminum housing in order to
create optimal working conditions that guarantee high and constant parameters of brightness,
reliability and long-term durability of the product. These lamps have already found a very
wide application in land and water transport, agriculture and construction. The housing and
other lamp parts are made of top quality materials and electronic companents highly resistant
to both high and low temperatures, mechanical damages and vibrations. The small dimensions
of the lamp allow it to be mounted even in the most inaccessible locations.

FT-360 LED — wide lighting beam (illumination of close working area).
FT-361 LED - focused beam of light (illumination of the far working field).
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Work lamps

Technical specification:

- Wide operating voltage range of 12—-36V DC

- Power consumption: 12V/24V/48V = 3.2A/1.6A/0.8A

- Rated power: 38 W

- Light color temperature about 5700K (natural color, optimal to human eyes)
- Theoretical light beam 4100 Im (Effective light beam 3500 Im)

- Electromagnetic Compatibility Certificate — EMC

- Optimum work temperature: —40°C to +35°C

- Ground — white wire; PLUS — black wire

WARNING !
The housing of the FT-360 LED and FT-361 LED lamps also functions as a thermal radiator
and can therefore heat up significantly!

IP
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LECe

\\ Fr-360361 LED

e 8 | i B
qty. kg qty. (] kg qty. (] kg

FT-360 LED
5907556015876

FT-360 DS LED
5907556016408

a¥

FT-360 LED
MAG M30 KN
5907556016538

FT-360 LED
MAG M78 KN
5907556016545

FT-361 LED
5907556015913

FT-361 DS LED
5907556015920 !
v

FT-361 LED

MAG M30 KN
5907556016552

FT-361 LED
MAG M78 KN
5907556016569

Universal LED work lamps, wide luminous flux, 4100 Im,
black aluminium housing, red frame, joint holder, cable 1,5m.

Universal LED work lamps, wide luminous flux, 4100 Im,
black aluminium housing, red frame, joint holder,
DEUTSCH STECKER SOCKET built-in.

Universal LED work lamps, wide luminous flux, 4100 Im,
magnetic joint holder, black aluminium housing, red frame,
joint holder, The lamp is additionally equipped with
a 3m long spiral lead (in spiral 0.6 m).

Universal LED work lamps, wide luminous flux, 4100 Im,
magnetic joint holder, black aluminium housing, red frame,
joint holder, The lamp is additionally equipped with
a7,8m long spiral lead.

Universal LED work lamps, focused light beam, 4100 Im,
black aluminium housing, red frame, joint holder, cable 1,5m.

Universal LED work lamps, focused light beam, 4100 Im,
black aluminium housing, red frame, joint holder,
DEUTSCH STECKER SOCKET built-in.

Universal LED work lamps, focused light beam, 4100 Im,
magnetic joint holder, black aluminium housing, red frame.
The lamp is additionally equipped with a 3m long spiral lead.

Universal LED work lamps, focused light beam, 4100 Im,
magnetic joint holder, black aluminium housing, red frame.

The lamp is additionally equipped with a 7,8m long spiral lead.
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1,360
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1,360
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50
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59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

41,90

41,90

29,92

34,32

41,90

41,90

29,92

34,32

1000  120x80x165
1000  120x80x165
440 120x80x165
440 120x80x165
1000  120x80x165
1000  120x80x165
440 120x80x165
440 120x80x165
Work lamps

863,00

863,00

623,40

711,40

863,00

863,00

623,40

711,40

31












































































































































































































































































