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Vehicle lighting manufacturer

FUNCTIONS:l a m p s

Power consumption:
• front clearance light: 
   FT-079 B LED - 12V/24V = 0.02A/0.02A
   FT-079 B LED DARK - 12V/24V = 0.05A/0.05A
• rear clearance light:
   FT-079 C LED - 12V/24V = 0.04A/0.04A
   FT-079 C LED DARK - 12V/24V = 0.08A/0.08A
• side clearance light: 
   FT-079 Z LED - 12V/24V = 0.02A/0.02A
   FT-079 Z LED DARK - 12V/24V = 0.05A/0.05A

Power consumption / Rated power:
• front clearance light: 
   FT-079 B LED - 12V/24V = 0.25W/0.5W 
   FT-079 B LED DARK - 12V/24V = 0.6W/1.2W 
• rear clearance light: 
   FT-079 C LED - 12V/24V = 0.5W/1W
   FT-079 C LED DARK - 12V/24V = 1W/2W
• side clearance light: 
   FT-079 Z LED - 12V/24V = 0.25W/0.5W
   FT-079 Z LED DARK - 12V/24V = 0.6W/1.2W

•	 clearance light

1-functional LED clearance  lamp 
      

Depending on the light color:
• front clearance light – white
• rear clearance light – red
• side clearance light – yellow

• Vertical / horizontal approval

FT-079 LED

FT-079 B LED Clearance Lamp LED 12-36V, white, loom 0,15m,  with a  flat black rubber gasket for a vehicle bullbars.

FT-079 C LED Clearance Lamp LED 12-36V, red, loom 0,15m,  with a  flat black rubber gasket for a vehicle bullbars.

FT-079 Z LED Clearance Lamp LED 12-36V, yellow, loom 0,15m,  with a  flat black rubber gasket for a vehicle bullbars.

FT-079 B LED DARK Clearance Lamp LED 12-36V, white, DARK version, loom 0,15m,  with a flat and round black rubber gasket for a vehicle bullbars.

FT-079 C LED DARK Clearance Lamp LED 12-36V, red, DARK version, loom 0,15m,  with a flat and round black rubber gasket for a vehicle bullbars.

FT-079 Z LED DARK Clearance Lamp LED 12-36V, yellow, DARK version, loom 0,15m,  with a flat and round black rubber gasket for a vehicle bullbars.

DARK version

FT-079 LED DARK

suitable for flat fitting suitable for fitting 
on tubular bars
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